NAGMAN
Since 1972

Nagman
Economy Pressure Calibrator
(Hydraulic)

- Field / Lab use for Checking & Calibration of Pressure / Differential
Pressure Gauges / Switches / Transmitters, Pneumatic Receiver Gauges /
Loops etc....

____Features | Model | MPCE-H

m Hydraulic Several - Ranges

m Accuracy : 20.1% F.S.

m 2 line alpha - numeric display

m Touch Membrane Keypad with Selectable
Pressure Units
eg (Kg/cm?, bar, Psi, mbar) ++....

m DC Current Measurement : 0 to 50 mA

m Switch test Capability & Zero Offset facility

m Audio & Visual Alarms for Over Pressure

m Pressure Transducer - All Media Compatible
with SS316

m 9V Battery operated with Low Battery
indication

m Digital Pressure Indicator with Matching
Hydraulic Hand Pump with vernier

MPCE-H 0to70/100/200/350 /600 /700 bar +0.1%F.S.

Nagman

— Comprehensive Calibration Solutions (Standards / Systems /| Packages / Software / Services)
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Specifications

Minimum 4% Digits Maximum 5VDC
Display Battery / Battery Life
2 Line, 16 Characters LCD (Alpha - Numeric) 9 Volts / Approx. 12 Hours
[ resmreuns | Pmp
mbar, bar, Kg/cm?, Psi, in Hg, mm Hg, mm H,0, Matching Hydraulic Hand Pumps with
cm H,O, m H,0, in H,0, ft H,0, Pa, MPa, KPa, atm Fine Adjustment Vernier & Release Valve
| mAmput | LowBattery Indication
0 to 25 mA DC (Accuracy : 0.1% F.S.) Provided

Activated at 105% F.S. (Audio & Visual)

Standard Delive _Optional

m Digital Indicator with Hand Pump m Calibration Certificate from NABL Accredited
- as per ISO/IEC 17025:2005 - Laboratory
m Set of Adapters & Test Leads
m Hose with End Fittings
m Traceable Calibration Certificate
m Rechargeable Battery with External Charger
m Instruction Manual

m Carrying Case

Distributed by

Nagman Instruments & Electronics (P) Ltd.
“Nagman Complex”, 27" KM Stone,
Chennai-Bangalore NH-4, Nazarathpet (Via.),
Chembarambakkam, Chennai — 602 103.INDIA.
Phone : +91-44-26811700, 26811702 (Board)
+91-44-26811704, 26811708 (Exports)

Fax :+91-44-26811703

NAGMAN E-Mail : nagman@md2.vsnl.net.in

Since 1972  gjte - www.nagman.com

* Specifications are subject to change owing to continuous development 09/09
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